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METRAHITPM PRIME & METRAHITULTRA
Professional Multimeters

Order Information 

Transport Accessories 

F836 ever-ready case for multimeter and accessories 

For additional information regarding accessories please refer to
• Measuring Instruments and Testers catalog
• www.gossenmetrawatt.com

Designation Type Article number
TRMS Multimeter for direct, alternating 
and pulsating current measurement 
(TRMS values), direct and via current 
clamp transformers and sensors in con-
sideration of transformer ratios, frequency 
and resistance measurement, continuity 
test, diode measurement, temperature 
measurement with type K thermocou-
ples, triple digital display with a resolution 
of 310,000 digits, measuring categories: 
300 V/CAT IV, 
600 V/CAT III, including KS17-2 measure-
ment cable set, two mignon batteries, 
condensed operating instructions, 
DAkkS calibration certificate METRAHIT PM PRIME M248A
Same as M248A but additionally with 
Bluetooth interface METRAHIT PM PRIME BT M248B
Accessories for operation at a PC
Bidirectional interface adapter, 
IR-USB USB X-TRA Z216C
METRAwin 10 software METRAwin 10 GTZ3240000R0001
Accessories for Temperature Measurement with Resistance Thermometer
Pt100 temperature sensor for surface and 
immersion measurement, –40 to + 600 C Z3409 GTZ3409000R0001
Pt1000 temperature sensor for mea-
surement in gases and liquids, 
–50 ... +220 C TF220 Z102A
Pt100 oven sensor, –50 ... +550 C TF550 GTZ3408000R0001
Replacement fuse
Fuses (pack of 10) FF (UR) 10 A / 

1000 V AC/DC Z109L

Power pack NA X-TRA Z218G
Rubber holster and carrying strap GH X-TRA Z104C
2 magnetic test probes with touch protec-
tion – set with magnetic holder, 5.5 mm 
measuring contact diameter, insulated, 
CAT III 1000 V / 4 A, temperature from -
10 to 60 °C, holder power under standard 
conditions with flat head screws: 1200 g 
perpendicular to the contact surface; 
measuring instrument connection for 
multimeter via angled multilam plug

Set 1– magnetic test 
probes Z502U

HC30 hard case
For two multimeters (with and

without rubber holster) and
accessories

HitBag Cordura Belt Pouch
For METRA HIT (with/without 
rubber holster)

Designation Type Article number
Imitation leather carrying pouch for 
METRA HIT and METRAmax F829 GTZ3301000R0003

Cordura belt pouch for METRA HIT and 
METRAport series multimeters HitBag Z115A

Soft belt pouch large for one METRA 
HIT or METRAport Multimeter. Made of 
rugged and water repellent Cordura, 
three separate cases for leads, clips, 
manual, CD, etc. HitBag L Z115B

Imitation leather ever-ready case with 
cable compartment F836 GTZ3302000R0001

Ever-ready case for 2 METRA HITs, 
2 adapters and accessories F840 GTZ3302001R0001

Hard case for one METRA HIT and 
accessories HC20 Z113A

Hard case for two METRA HITs and 
accessories HC30 Z113A

HitBag L Cordura Belt Pouch (without contents)
For multimeters (with and without rubber holster) and accessories
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F829 carrying pouch for
multimeters (with and without
protective rubber cover) and

accessories
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Current Measuring Accessories
All current sensors and transformers are equipped with connection via 4 mm safety banana plugs.
Type Designation Measuring Range Meas.

Category
Max. 
Cable 
Diameter

Transmission
Ratio

Frequency 
Range

Intrinsic 
Uncertainty
±(% rdg. + ...)

Article
Number

DC/AC current sensors with voltage output
CP30 DC/AC current clamp sensor, 

with battery mode (30 h)
5 mA to 30 A
(DC / AC pk)

300 V / 
CAT III

25 mm 100 mV/A DC ... 20 kHz 
(-3 dB)

1% + 2 mA Z201B

CP330 DC/AC current clamp sensor, 
with 2 measuring ranges,
battery mode (50 h)

Range: 0.5 ... 30 A 
Range: 5 ... 300 A
(DC / AC rms)

300 V / 
CAT III

25 mm 10 mV/A, 
1 mV/A

DC ... 20 kHz 
(-3 dB)

1% + 50 mA
1% + 100 mA

Z202B

CP1100 DC/AC current clamp sensor, 
with 2 measuring ranges,
battery mode (50 h)

Range: 0.5 ... 100 A 
Range: 5 ... 1000 A
(DC / AC rms)

300 V / 
CAT III

32 mm 10 mV/A, 
1 mV/A

DC ... 20 kHz 
(-1 dB)

1% + 100 mA
1% + 500 mA

Z203B

CP1800 DC/AC current clamp sensor, 
with 2 measuring ranges,
battery mode (50 h)

Range: 0.5 ... 125 A 
Range: 5 ... 1250 A
(DC / AC rms)

300 V / 
CAT III

32 mm 10 mV/A, 
1 mV/A

DC ... 20 kHz 
(-1 dB)

1% + 100 mA
1% + 500 mA

Z204A

AC Current Sensors with Voltage Output
WZ12B AC current clamp sensor 10 mA~ ... 100 A~ 300 V

CAT III
15 mm 100 mV/A 45 ... 65 

Up to 500 Hz
1.5% + 0.1 mA Z219B

WZ12C AC current clamp sensor
with 2 measuring ranges

1 mA~ ... 15 A~, 
1 ... 150 A ~

300 V
CAT III

15 mm 1 mV/mA, 
1 mV/A

45 ... 65 
Up to 400 Hz

3% + 0.15 mA, 
2% + 0.1 A

Z219C

WZ11B AC current clamp sensor
with 2 measuring ranges

0.5 ... 20 A~, 
5 ... 200 A ~

600 V
CAT III

20 mm 100 mV/A, 
10 mV/A

30 ... 48 ... 65 
Up to 500 Hz

1 to 3% Z208B

Z3512A AC current clamp sensor
with 4 measuring ranges

1 mA ... 1/10/100/
1000 A~

600 V
CAT III

52 mm 1 V/A, 100 mV/A, 
10 mV/A; 1 mV/A

10 ... 48 ... 65 
Up to 3 kHz

0.5 ... 3%,
0.2 to 1%

Z225A

METRAF-
LEX3000

Flexible AC current sensor 
with 3 measuring ranges, 
battery mode (2000 h)

0.5 ... 30 A,
0.5 ... 300A,
Range: 5 ... 3000A

1000 V 
CAT III
600 V CAT IV

176 mm 100 mV/A, 
10 mV/A, 
1 mV/A

10 Hz to 20 kHz 1% + 0.1 A
1% + 0.1 A
1% + 1 A

Z207E

METRA-
FLEX 
300M

Flexible, miniature AC current 
sensor with 3 measuring 
ranges, battery mode (150 h)

1 ... 3 A,
1 ... 30 A,
5 ... 300 A

1000 V 
CAT III
600 V CAT IV

50 mm 1 V/A, 
100 mV/A, 
10 mV/A

10 Hz to 100 kHz 1% + 0.2 A
1% + 0.2 A
1% + 1 A

Z207M

AC Current Transformers with Current Output
WZ12A AC current clamp transformer 15 ... 180 A ~ 300 V

CAT III
15 mm 1 mA/A 45 ... 65 

Up to 400 Hz
3% Z219A

WZ12D AC current clamp transformer 30 mA ... 150 A~ 300 V
CAT III

15 mm 1 mA/A 45 ... 65 
Up to 500 Hz

2.5% + 0.1 mA Z219D

WZ11A AC current clamp transformer 1 ... 200 A ~ 600 V
CAT III

20 mm 1 mA/A 48 ... 65 
Up to 400 Hz

1 to 3% Z208A

Z3511 AC current clamp transformer 4 ... 500 A ~ 600 V
CAT III

30 ea. 
63 mm

1 mA/A 48 ... 65 
Up to 1 kHz

3% + 0.4 A GTZ351100
0R0001

Z3512 AC current clamp transformer 0.5 ... 1000 A ~ 600 V
CAT III

52 mm 1 mA/A 30 ... 48 ... 65 
Up to 5 kHz

0.5% ... 0.7% GTZ351200
0R0001

Z3514 AC current clamp transformer 1 ... 2000 A ~ 600 V
CAT III

64 ea. 
150 mm

1 mA/A 30 ... 48 ... 65 
Up to 5 kHz

0.5% + 0.1 A GTZ351400
0R0001


